
Installation instruction Overvoltage Indicator

       No time for manuals?  No problem, this will only take a few minutes of your time to read it
       and the installation of your new OVI is done  fast and easy :-)

        Color              Describtion
 Green Output for external led if required.
 Brown This cable is wired to the right indicators
 Violet         This cable is wired to the left indicators
 Red      + 12 switched Power
Black          Ground
 
You can connect an external LED to the overvoltage monitor or use the two flasher outputs to 
indicate an overvoltage. 

If the regulator is faulty, the battery voltage rises slowly. The overvoltage monitor activates a 
flashing warning function as soon as the supply voltage is constantly above 15.1 volts for longer 
than 2 seconds. The LED output also switches on. This lets you know that it is now time to switch 
off the moped immediately. As soon as the voltage drops below 15.1 volts, the LED output and the 
indicator outputs are switched off again. 

If the battery is not being charged and the voltage drops below 12.1 volts, the blinker outputs flash 
briefly every 2 seconds. This tells you that the battery capacity has dropped below 20 %, depending
on the battery type, and that the charge controller or alternator have probably failed. Then you still 
have somewhere between 10 and 30 minutes before your bike might stop.

Please note that the overvoltage monitor offers little protection if, for example, a battery 
terminal is not properly tightened. If a battery terminal is loose, the on- board voltage 
immediately rises to between 20 and 40 volts, depending on the type of your bike. The 2 
seconds it takes to reach the display are often enough to cause major damage to the bike's 
electrics. So make sure you have a good connection to the battery!

The overvoltage monitor should only be installed by appropriately trained service technicians. Any 
liability of the manufacturer for any damage or disadvantages incurred by the user due to improper 
use or installation of the module is hereby expressly excluded. Please observe the relevant traffic 
regulations. Axel Joost further declares that this device complies with the applicable CE standards 
and ROHS regulations. If you have any further questions, please do not hesitate to contact us at 
info@elektronikbox.de.

We wish you lots of fun with the surge monitor and always a safe ride!
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